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AFC-742K/742KP Major Specifications
Machine Structure

Sheet Size

Sheet Weight Range
Buckle Fold Length

Knife Fold Size

Feeding Mechanism
Maximum Pile Height

Belt Speed

Production Speed

Standard Fold Roller
Roller Gap Adjustment

Slit Perforation

Perforation

Scoring
Number of Holders

Deflectors
Fold Patterns

Vacuum Pump

Voltage / Frequency

Rated Current

Power Consumption
(Including Pump)

Heat Output
Motors

Machine Dimensions
(with Conveyor)

Installation Space
Noise Level

Machine Weight

Temperature & Humidity

Flow
Voltage / Frequency
Power Consumption

40 m3/hr.
3-Phase    230 / Y400 V    10 % 50 / 60 Hz
1.8 / 2.2 kW (50 / 60 Hz)

2KL (2 Buckles + 1st Fold Knife + 2nd Fold Knife)

Max. 738(W) x 950(L) mm (29.055" x 37.400")

Min. 210(W) x 210(L) mm (8.270" x 8.270")
[Side Lay Guide Minimum Set Position : 82(W) mm (3.3")]

35 to 220 gsm

Air Suction Rotor & 1 Cylinder Separator Head (Feed interval and suction time are adjustable.)

790 mm (31.1") [within 600 kg (1,323 lbs.)]

50 to 240 m (54 to 262 yd.)/min.
36,000 sheets/hr. [A4 (8.5" x 11") - Parallel Fold]

14,000 sheets/hr. [636(W) x 939(L) mm (25.0" x 37.0") - 16-page Cross Fold]

Combination of Soft Polyurethane Foam Rubber and Steel Roller 
Insert the instructed number of sheets into the gap adjust lever.

Cut : 1.4 mm (0.06"), Blank : 0.8 mm (0.03")

Min. Perforation Distance : 66 mm (2.60") in one operation
Min. Distance from Sheet Edge : 12 mm (0.48")

Scoring Width : 1 mm (0.04") (Depends on sheet type)

2 pcs (Installed) + 1 pc (Accessory) (Possible to add up to 14 pcs)

Parallel Fold, Short Fold, Accordion Fold, 8-page Cross Fold, 12-page Cross Fold, 16-page Cross Fold

3-Phase 200 / 220 V, 50 / 60 Hz  3-Phase 400 V, 50 Hz

4,790 kJ (1,150 kcal)

1.5 kW x 1 / 0.4 kW x 1 / 40 W x 1 / 90 W x 2 / 2.2 kW x 1 (Pump)

Machine with TST-33 : 5,080(W) x 2,775(D) mm (200.0" x 109.3")

86 dB [636(W) x 939(L) mm (25.0" x 37.0") - 16-page Cross Fold - 64 gsm of sheet at maximum speed]

1,786 kg (3,938 lbs.) [Main Body : 1,063 kg (2,344 lbs.), Feeder : 540 kg (1,191 lbs.), 
Conveyor : 66 kg (146 lbs.), Transformer : 45 kg (99 lbs.), Pump : 72 kg (159 lbs.)]

Temperature 0  C to +40  C, Humidity 20 % to 75 %RH
(25 degrees Celsius and 52+/-6 %RH are recommended.)

16-page Cross Fold
8-page Cross Fold

Parallel Fold

4,880(W) x 1,770(D) x 1,720(H) mm (192.2" x 69.7" x 67.8")

3,480(W) x 3,170(D) x 1,720(H) mm (137.1" x 124.9" x 67.8")

4,933(W) x 1,650(D) x 1,720(H) mm (194.3" x 65.0" x 67.8")

Flat Feeder Unit

Cross Folder

Flat Feeder Unit

Cross Folder

3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V

50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz

8.0 / 9.0 A
8.3 / 9.0 A

4.0 A
5.0 / 5.3 A

5.0 A
4.0 A

2.0 / 2.7 kW
2.1 / 2.8 kW

2.0 kW
1.8 kW
1.8 kW
2.0 kW

1st/2nd Buckle

1st Knife

2nd Knife

55 to 480 mm (2.2" to 18.8") (Manual Setup)

Max. 738(W) x 480(L) mm (29.0" x 18.8")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Max. 480(W) x 360(L) mm (18.8" x 14.1")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Parallel Fold

Below Knife

Cut : 10 mm (0.39"), Blank : 4 mm (0.16")

Cut : 4 mm (0.16"), Blank : 2.5 mm (0.10")

Cut : 10 mm (0.39"), Blank : 4 mm (0.16")

Cut : 4 mm (0.16"), Blank : 2.5 mm (0.10")

1st and 2nd Buckles Buckle Stopper and Swing-Arm Deflector

PST-40 Major Specifications
Model

Signature Width
Press Length

Production Speed
Roller Speed

In-feed Section

Offset

Press

Conveyor

In-feed Height
Main Body Lift

Main Body Fixing Method

Operation Panel

Voltage / Frequency
Power Consumption

Machine Dimensions

Machine Weight

Press Stacker
Max. 440 mm (17.3") [Without offset : 470 mm (18.5")]

Min. 64 mm (2.5")

Depends on fold device. (Max. 230 m/min.)

Max. 210 m/min. (826.8"/min.)

Belt Change System

400 to 920 mm (15.8" to 36.2") [Tilt Vertical Interval 240 mm (9.4")]

Up and down movement is motorized.
Adjustment Bolt

Caster with Stopper

Single Phase 200 / 220 / 230 V, 50 / 60 Hz
300 W (50 Hz) / 420 W (60 Hz)

280 kg (617.4 lbs.)

TST-33 Major Specifications
Model

Signature Size

Stack Capacity
Production Speed

Voltage / Frequency
Rated Current

Power Consumption
Heat Output

Motors
Available Folding Machine
Machine Dimensions

Machine Weight

Press Stacking & Semi-auto Bundling Unit
Max. 330(W) x 260(L) mm (12.9" x 10.2")

Min. 190(W) x 136(L) mm (7.9" x 5.4")

200 to 480 mm (6.0" to 18.8") (Before bundling)

Depends on fold device. (Max. 240 m/min.)

Single Phase 200 V, 50 / 60 Hz (Sourced from the folder.)

2.4 / 2.2 A (50 / 60 Hz)

340 W (50 / 60 Hz)

410 kJ (100 kcal)

400 W x 1 / 25 W x 1
AFC-742K

1,330(W) x 880(D) x 910(H) mm (52.4" x 34.7" x 35.9") (Excluding separate reel)

150 kg (330.8 lbs.)

The AFC-742K/742KP 2-buckle cross folder 
is especially designed for 16-page folds.

AFC-742K/742KP Fold Patterns

Parallel Fold Short Fold Accordion
Fold

12-page
Cross Fold

8-page
Cross Fold

16-page
Cross Fold

AFC-742K/742KP Features
Equipped with two buckles and especially designed for 16-page
signature folding applications.

Max. sheet width : 738 mm (29.0")

Max. production speed : 
36,000 sheets/hr. with A4 (8.5" x 11") parallel fold
14,000 sheets/hr. with 636 x 939 mm (25" x 40") 16-page cross fold

Superior folding quality in minimum space.

Number of Offset Sheets
Offset Amount

Air Remove Roller
Press Roller

Model
Belt Speed

1 sheet per setting (0 to 9999 sheets) or All
30 mm (1.1")

Gap is adjustable by inserting the instructed number of sheets.
Pressure Welding (Gap is adjustable by inserting the instructed number of sheets.)

Horizontal Delivery Conveyor
0 to 12 m/min. (0" to 47.2"/min.)

When Folded

When Operating

1,200(W) x 795(D) x 1,230(H) mm (47.3" x 31.3" x 48.5")

When connecting to the parallel folding exit section : 
1,230(W) x 795(D) x 1,230(H) mm (48.5" x 31.3" x 48.5")
[When pulling out the receiving tray : 1,540(W) mm (60.7")]

When connecting to the cross folding exit section : 
1,490(W) x 795(D) x 1,230(H) mm (58.7" x 31.3" x 48.5")
[When pulling out the receiving tray : 1,800(W) mm (70.9")]

Total Counter
Preset Counter

Sheet Count / Offset Count
Setting of the Number of Offset Sheets (0 to 9999)

Model

Sheet Size

Max. Folding Thickness

Buckle Fold Length
Sheet Weight Range

Belt Speed
Production Speed

Voltage / Frequency

Rated Current

Power Consumption

Heat Output

Available Folding Machine

In-feed Height

Delivery Height

Machine Dimensions

Installation Space
Machine Weight

MKU-54
Max. 540(W) x 330(L) mm (21.2" x 12.9")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Max. 2 mm (0.078") (Booklet of 40 pages [81 gsm])

-

50 to 240 m/min.

200 V, 50 / 60 Hz, 5.0 A
208 V, 50 Hz, 4.7 A / 60 Hz, 4.9 A
220 V, 50 Hz, 4.6 A / 60 Hz, 4.8 A
230 V, 50 Hz, 4.5 A / 60 Hz, 4.6 A
200 V, 50 Hz, 640 W / 60 Hz, 665 W
208 V, 50 Hz, 625 W / 60 Hz, 665 W
220 V, 50 Hz, 635 W / 60 Hz, 690 W
230 V, 50 Hz, 660 W / 60 Hz, 695 W

1,160 kJ (280 kcal)

AFC-746S / AFC-746D / AFC-744A / 
AFC-744S / AFC-742K / AFC-742KP / 
AFC-566FG / AFC-566A / AFC-564A

Highest Position : 960 mm (37.8")  
Lowest Position : 570 mm (22.5")

Highest Position : 845 mm (33.2")  
Lowest Position : 455 mm (18.0")

1,100(W) x 800(D) x 1,350(H) mm 
(43.4" x 31.5" x 53.2")

1,500(W) x 1,200(D) mm (59.1" x 47.3")

250 kg (551.3 lbs.)

MKU-54T
Max. 538(W) x 350(L) mm (21.1" x 13.7")

Min. 165(W) x 80(L) mm (6.5" x 3.2")

Max. 0.6 mm (0.024") (Booklet of 12 pages [81 
gsm], Booklet of 16 pages [64 gsm])

60 to 150 mm (2.37" to 5.90") (Manual Setup)

50 to 180 m/min.

200 V, 50 / 60 Hz, 3.0 A
208 V, 50 / 60 Hz, 3.0 A
220 V, 50 / 60 Hz, 2.5 A
230 V, 50 / 60 Hz, 2.5 A

200 V, 50 Hz, 330 W / 60 Hz, 360 W
208 V, 50 Hz, 340 W / 60 Hz, 360 W
220 V, 50 Hz, 350 W / 60 Hz, 370 W
230 V, 50 Hz, 370 W / 60 Hz, 400 W

1,010 kJ (240 kcal)

AFC-746S / AFC-746D / AFC-744A / 
AFC-744S / AFC-742K / AFC-742KP / 
AFC-566FG / AFC-566A / AFC-564A
AFC-492SC (In case of AFC-492SC, 

MKU-54T can be connected only at the 
delivery section of buckle folding.)

Highest Position : 970 mm (38.1")  
Lowest Position : 630 mm (24.9")

-
-

1,180(W) x 860(D) x 1,280(H) mm 
(46.5" x 33.9" x 50.4")

1,580(W) x 1,260(D) mm (62.3" x 49.7")

325 kg (716.6 lbs.)

It depends on the connected machine specifications.
Single Phase 200 / 208 / 220 / 230 V, 50 / 60 Hz

35 to 220 gsm

MKU-54/54T Major Specifications

Cross Folder  AFC-742K/742KPCross Folder  AFC-742K/742KP  AFC-742K/742KP混合折页机

节省空间的16页书帖折页机
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AFC-742K/742KP Major Specifications
Machine Structure

Sheet Size

Sheet Weight Range
Buckle Fold Length

Knife Fold Size

Feeding Mechanism
Maximum Pile Height

Belt Speed

Production Speed

Standard Fold Roller
Roller Gap Adjustment

Slit Perforation

Perforation

Scoring
Number of Holders

Deflectors
Fold Patterns

Vacuum Pump

Voltage / Frequency

Rated Current

Power Consumption
(Including Pump)

Heat Output
Motors

Machine Dimensions
(with Conveyor)

Installation Space
Noise Level

Machine Weight

Temperature & Humidity

Flow
Voltage / Frequency
Power Consumption

40 m3/hr.
3-Phase    230 / Y400 V    10 % 50 / 60 Hz
1.8 / 2.2 kW (50 / 60 Hz)

2KL (2 Buckles + 1st Fold Knife + 2nd Fold Knife)

Max. 738(W) x 950(L) mm (29.055" x 37.400")

Min. 210(W) x 210(L) mm (8.270" x 8.270")
[Side Lay Guide Minimum Set Position : 82(W) mm (3.3")]

35 to 220 gsm

Air Suction Rotor & 1 Cylinder Separator Head (Feed interval and suction time are adjustable.)

790 mm (31.1") [within 600 kg (1,323 lbs.)]

50 to 240 m (54 to 262 yd.)/min.
36,000 sheets/hr. [A4 (8.5" x 11") - Parallel Fold]

14,000 sheets/hr. [636(W) x 939(L) mm (25.0" x 37.0") - 16-page Cross Fold]

Combination of Soft Polyurethane Foam Rubber and Steel Roller 
Insert the instructed number of sheets into the gap adjust lever.

Cut : 1.4 mm (0.06"), Blank : 0.8 mm (0.03")

Min. Perforation Distance : 66 mm (2.60") in one operation
Min. Distance from Sheet Edge : 12 mm (0.48")

Scoring Width : 1 mm (0.04") (Depends on sheet type)

2 pcs (Installed) + 1 pc (Accessory) (Possible to add up to 14 pcs)

Parallel Fold, Short Fold, Accordion Fold, 8-page Cross Fold, 12-page Cross Fold, 16-page Cross Fold

3-Phase 200 / 220 V, 50 / 60 Hz  3-Phase 400 V, 50 Hz

4,790 kJ (1,150 kcal)

1.5 kW x 1 / 0.4 kW x 1 / 40 W x 1 / 90 W x 2 / 2.2 kW x 1 (Pump)

Machine with TST-33 : 5,080(W) x 2,775(D) mm (200.0" x 109.3")

86 dB [636(W) x 939(L) mm (25.0" x 37.0") - 16-page Cross Fold - 64 gsm of sheet at maximum speed]

1,786 kg (3,938 lbs.) [Main Body : 1,063 kg (2,344 lbs.), Feeder : 540 kg (1,191 lbs.), 
Conveyor : 66 kg (146 lbs.), Transformer : 45 kg (99 lbs.), Pump : 72 kg (159 lbs.)]

Temperature 0  C to +40  C, Humidity 20 % to 75 %RH
(25 degrees Celsius and 52+/-6 %RH are recommended.)

16-page Cross Fold
8-page Cross Fold

Parallel Fold

4,880(W) x 1,770(D) x 1,720(H) mm (192.2" x 69.7" x 67.8")

3,480(W) x 3,170(D) x 1,720(H) mm (137.1" x 124.9" x 67.8")

4,933(W) x 1,650(D) x 1,720(H) mm (194.3" x 65.0" x 67.8")

Flat Feeder Unit

Cross Folder

Flat Feeder Unit

Cross Folder

3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V

50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz

8.0 / 9.0 A
8.3 / 9.0 A

4.0 A
5.0 / 5.3 A

5.0 A
4.0 A

2.0 / 2.7 kW
2.1 / 2.8 kW

2.0 kW
1.8 kW
1.8 kW
2.0 kW

1st/2nd Buckle

1st Knife

2nd Knife

55 to 480 mm (2.2" to 18.8") (Manual Setup)

Max. 738(W) x 480(L) mm (29.0" x 18.8")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Max. 480(W) x 360(L) mm (18.8" x 14.1")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Parallel Fold

Below Knife

Cut : 10 mm (0.39"), Blank : 4 mm (0.16")

Cut : 4 mm (0.16"), Blank : 2.5 mm (0.10")

Cut : 10 mm (0.39"), Blank : 4 mm (0.16")

Cut : 4 mm (0.16"), Blank : 2.5 mm (0.10")

1st and 2nd Buckles Buckle Stopper and Swing-Arm Deflector

PST-40 Major Specifications
Model

Signature Width
Press Length

Production Speed
Roller Speed

In-feed Section

Offset

Press

Conveyor

In-feed Height
Main Body Lift

Main Body Fixing Method

Operation Panel

Voltage / Frequency
Power Consumption

Machine Dimensions

Machine Weight

Press Stacker
Max. 440 mm (17.3") [Without offset : 470 mm (18.5")]

Min. 64 mm (2.5")

Depends on fold device. (Max. 230 m/min.)

Max. 210 m/min. (826.8"/min.)

Belt Change System

400 to 920 mm (15.8" to 36.2") [Tilt Vertical Interval 240 mm (9.4")]

Up and down movement is motorized.
Adjustment Bolt

Caster with Stopper

Single Phase 200 / 220 / 230 V, 50 / 60 Hz
300 W (50 Hz) / 420 W (60 Hz)

280 kg (617.4 lbs.)

TST-33 Major Specifications
Model

Signature Size

Stack Capacity
Production Speed

Voltage / Frequency
Rated Current

Power Consumption
Heat Output

Motors
Available Folding Machine
Machine Dimensions

Machine Weight

Press Stacking & Semi-auto Bundling Unit
Max. 330(W) x 260(L) mm (12.9" x 10.2")

Min. 190(W) x 136(L) mm (7.9" x 5.4")

200 to 480 mm (6.0" to 18.8") (Before bundling)

Depends on fold device. (Max. 240 m/min.)

Single Phase 200 V, 50 / 60 Hz (Sourced from the folder.)

2.4 / 2.2 A (50 / 60 Hz)

340 W (50 / 60 Hz)

410 kJ (100 kcal)

400 W x 1 / 25 W x 1
AFC-742K

1,330(W) x 880(D) x 910(H) mm (52.4" x 34.7" x 35.9") (Excluding separate reel)

150 kg (330.8 lbs.)

Number of Offset Sheets
Offset Amount

Air Remove Roller
Press Roller

Model
Belt Speed

1 sheet per setting (0 to 9999 sheets) or All
30 mm (1.1")

Gap is adjustable by inserting the instructed number of sheets.
Pressure Welding (Gap is adjustable by inserting the instructed number of sheets.)

Horizontal Delivery Conveyor
0 to 12 m/min. (0" to 47.2"/min.)

When Folded

When Operating

1,200(W) x 795(D) x 1,230(H) mm (47.3" x 31.3" x 48.5")

When connecting to the parallel folding exit section : 
1,230(W) x 795(D) x 1,230(H) mm (48.5" x 31.3" x 48.5")
[When pulling out the receiving tray : 1,540(W) mm (60.7")]

When connecting to the cross folding exit section : 
1,490(W) x 795(D) x 1,230(H) mm (58.7" x 31.3" x 48.5")
[When pulling out the receiving tray : 1,800(W) mm (70.9")]

Total Counter
Preset Counter

Sheet Count / Offset Count
Setting of the Number of Offset Sheets (0 to 9999)

Model

Sheet Size

Max. Folding Thickness

Buckle Fold Length
Sheet Weight Range

Belt Speed
Production Speed

Voltage / Frequency

Rated Current

Power Consumption

Heat Output

Available Folding Machine

In-feed Height

Delivery Height

Machine Dimensions

Installation Space
Machine Weight

MKU-54
Max. 540(W) x 330(L) mm (21.2" x 12.9")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Max. 2 mm (0.078") (Booklet of 40 pages [81 gsm])

-

50 to 240 m/min.

200 V, 50 / 60 Hz, 5.0 A
208 V, 50 Hz, 4.7 A / 60 Hz, 4.9 A
220 V, 50 Hz, 4.6 A / 60 Hz, 4.8 A
230 V, 50 Hz, 4.5 A / 60 Hz, 4.6 A
200 V, 50 Hz, 640 W / 60 Hz, 665 W
208 V, 50 Hz, 625 W / 60 Hz, 665 W
220 V, 50 Hz, 635 W / 60 Hz, 690 W
230 V, 50 Hz, 660 W / 60 Hz, 695 W

1,160 kJ (280 kcal)

AFC-746S / AFC-746D / AFC-744A / 
AFC-744S / AFC-742K / AFC-742KP / 
AFC-566FG / AFC-566A / AFC-564A

Highest Position : 960 mm (37.8")  
Lowest Position : 570 mm (22.5")

Highest Position : 845 mm (33.2")  
Lowest Position : 455 mm (18.0")

1,100(W) x 800(D) x 1,350(H) mm 
(43.4" x 31.5" x 53.2")

1,500(W) x 1,200(D) mm (59.1" x 47.3")

250 kg (551.3 lbs.)

MKU-54T
Max. 538(W) x 350(L) mm (21.1" x 13.7")

Min. 165(W) x 80(L) mm (6.5" x 3.2")

Max. 0.6 mm (0.024") (Booklet of 12 pages [81 
gsm], Booklet of 16 pages [64 gsm])

60 to 150 mm (2.37" to 5.90") (Manual Setup)

50 to 180 m/min.

200 V, 50 / 60 Hz, 3.0 A
208 V, 50 / 60 Hz, 3.0 A
220 V, 50 / 60 Hz, 2.5 A
230 V, 50 / 60 Hz, 2.5 A

200 V, 50 Hz, 330 W / 60 Hz, 360 W
208 V, 50 Hz, 340 W / 60 Hz, 360 W
220 V, 50 Hz, 350 W / 60 Hz, 370 W
230 V, 50 Hz, 370 W / 60 Hz, 400 W

1,010 kJ (240 kcal)

AFC-746S / AFC-746D / AFC-744A / 
AFC-744S / AFC-742K / AFC-742KP / 
AFC-566FG / AFC-566A / AFC-564A
AFC-492SC (In case of AFC-492SC, 

MKU-54T can be connected only at the 
delivery section of buckle folding.)

Highest Position : 970 mm (38.1")  
Lowest Position : 630 mm (24.9")

-
-

1,180(W) x 860(D) x 1,280(H) mm 
(46.5" x 33.9" x 50.4")

1,580(W) x 1,260(D) mm (62.3" x 49.7")

325 kg (716.6 lbs.)

It depends on the connected machine specifications.
Single Phase 200 / 208 / 220 / 230 V, 50 / 60 Hz

35 to 220 gsm

MKU-54/54T Major Specifications

Cross Folder  AFC-742K/742KPCross Folder  AFC-742K/742KPAFC-742K/742KP混合式折页机

AFC-742K/742KP折页样式

16页混合折12页混合折8页混合折风琴折短折页平行折

AFC-742K/742KP 特点
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AFC-742混合式折页机专为16页书帖折页而设计



A wide variety of optional blades are available for various 
applications, including slitter blades, different length perforation 
blades, and scoring blades.

Strip trimming is available for 
multiple-up jobs with slitter.

Strip Trim Device : AF-ST6

BladesThe gluing unit CGU-50 can produce 8-page or 
12-page glued booklets.

The amount of glue can be adjusted depending on 
the dot size of glue.

The computer controlled gluing unit ensures neatly 
finished booklets.

The glue is suitable for recycling.

Gluing Unit Controller Gluing

Gluing Unit : CGU-50

Maximum 440 mm (17.3") wide signature can be pressed.

The first rollers remove the air and the second rollers powerfully 
compress the signatures for reduced bulk and tighter folds. 

The round belt change system at the in-feed section minimizes setup 
time for sheet size changes.

The PST-40 can be operated independently of the folder for the 
pressing of saddle stitched booklets.

The PST-40 can be started or stopped from the AFC-742K/742KP 
control console.

Mobile Knife Fold Unit : MKU-54/54T

Press Stacker : PST-40

Built-in Type Press Stacking & Semi-auto Bundling Unit : TST-33

The MKU-54 features a rotating knife unit for upward or downward sheet 
delivery. (MKU-54)

The knife fold unit can be rotated separately for easier changeover. 
(MKU-54)

Sheet entrance height can be adjusted from 53 to 97 cm (20.9" to 38.1").

The MKU-54/54T can be started or stopped from the AFC-742K/742KP.

Under the knife unit, the MKU-54T can be equipped with up to two 
buckles. (One buckle is standard.)

Space-saving built-in type semi-automated bundling unit.

For operator convenience, the folded sheets are always positioned at 
the center of the bundling section. (When two bands are used, 
bundling position can be 1/3 of the sheets.) 

A folded sample can be delivered when pressing the sample button.

The TST-33 can be started or stopped from the AFC-742K control 
console.

*Only available with AFC-742K.

The PST-40 provides efficient folding workflow.

The TST-33 presses and bundles each stack to eliminate time-consuming manual steps.

The MKU-54/54T is easily attached to or detached from the AFC-742K/742KP.

AFC-742K/742KP

TST-33

3,480 (137.1")

1,650
(65.0")

1,280 (50.4")

580
(22.9") Conveyor AFC-742K/742KP 1,280

(50.4")

1,245
(49.1")1,650

(65.0")

580
(22.9")

Conveyor

AFC-742K/742KP

3,480 (137.1")

2,660 (104.8")

1,280
(50.4")

580
(22.9")

710
(28.0")

Conveyor

AFC-742K/742KP

3,480 (137.1")

2,660 (104.8")

1,245
(49.1")

1,500 (59.1")

MKU-54 1,200
(47.3")

1,580 (62.3")

MKU-54T 1,260
(49.7")

*1 : Min. 1,230 mm (48.5") to Max. 1,540 mm (60.7") when connecting to the parallel folding exit section.
       Min. 1,490 mm (58.7") to Max. 1,800 mm (70.9") when connecting to the cross folding exit section.

1,080
(42.6")1,570

(61.9")

AFC-742K

TST-33 2,225 (87.6")

2,055 (81.0")
4,280 (168.6")

3,480 (137.1")

1,245
(49.1")

Machine Dimensions  Unit : mm (inch)

Height = 1,720 (67.8") Height = 1,720 (67.8") Height = 1,720 (67.8") Height = 1,720 (67.8")

1,230 (48.5")
1,200 (47.3") (When folded)

PST-40 795
(31.3")

*1

Height = 1,230 (48.5")Height = 400 (15.8")

Height = 1,350 (53.2") Height = 1,280 (50.4")

Vacuum Pump

300 (11.9")

600
 (23.7")

Cross Folder  AFC-742K/742KPOptionAFC-742K/742KP混合式折页机

AFC-742K/742KP适合您书刊折页的需要

具有用户容易掌握使用的操作，
高速度和操作宽度达到738毫米，

·É´ïÍ·

´´ÐÂµÄ¸ßËÙ·É´ïÍ·½øÖ½ËÙ¶È
Îª3600ÕÅ/Ð¡Ê±

½øÖ½ÂÖ

¸ßÖÊÁ¿µÄ¾ÛÑÇ°²õ¥½øÖ½ÂÖ·ÀÖ¹»®ºÛ

 

ºÍ¹Î»¨

ÎªÁËÕÛÒ³×¼È·£¬ÕÛ¹õ²ÉÓÃ¶ÀÌØÉè¼Æ
µÄÈíÖÊ¾Û°±õ¥ÅÝÄ­Ïð½ººÍ¸Ö¹õ½áºÏ

ÎªÁË¹¤×÷ÖÐµÄ°²¾²²ÉÓÃÐ±³ÝÂÖ£¬²¢
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µØÄÍ¾ÃÐÔ
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Æ½ÐÐÕÛ

ÕÛÒ³¹õ Ð±³ÝÂÖ

´ò¿× ÕÛµ¶

8Ò³»ìºÏÕÛ 16Ò³»ìºÏÕÛ Á¬½ÓTST-37
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(MKU-54)

*

AFC-742K/742KP

TST-33

Innovative, high-speed suction head - 
feeding up to 36,000 sheets/hour.

Suction Head

High quality polyurethane feed rotor to 
prevent sheet scratching or glittering.

Feed Rotor

Provides easy operation and system 
monitoring.

LCD Touchscreen

Performs perforation, slit perforation, 
scoring, slit, and center-cut slit.

Perforation

Adjustable knife delay time and knife 
inclination.

Knife Folding

Uniquely designed combination of soft 
polyurethane foam rubber and steel 
rollers for accurate folding.

Folding Rollers

With user-friendly operation, high speed and handling 
sheets up to 738 mm (29.0") wide, the AFC-742K/742KP fits 
your signature folding needs -- from short runs up.

TST-33 connected16-page Cross Fold8-page Cross FoldParallel Fold

3,480 (137.1")

1,650
(65.0")

1,280 (50.4")

580
(22.9") Conveyor AFC-742K/742KP 1,280

(50.4")

1,245
(49.1")1,650

(65.0")

580
(22.9")

Conveyor

AFC-742K/742KP

3,480 (137.1")

2,660 (104.8")

1,280
(50.4")

580
(22.9")

710
(28.0")

Conveyor

AFC-742K/742KP

3,480 (137.1")

2,660 (104.8")

1,245
(49.1")

1,500 (59.1")

MKU-54 1,200
(47.3")

1,580 (62.3")

MKU-54T 1,260
(49.7")

*1 : Min. 1,230 mm (48.5") to Max. 1,540 mm (60.7") when connecting to the parallel folding exit section.
       Min. 1,490 mm (58.7") to Max. 1,800 mm (70.9") when connecting to the cross folding exit section.

Max. Pile Height 790 mm (31.1")Press Stacking & Semi-auto Bundling Unit (Optional)

Employs helical gears for quiet 
operation and flexible cross couplings 
to maximize durability.

Helical Gears

1,080
(42.6")1,570

(61.9")

AFC-742K

TST-33 2,225 (87.6")

2,055 (81.0")
4,280 (168.6")

3,480 (137.1")

1,245
(49.1")

Machine Dimensions  Unit : mm (inch)

Height = 1,720 (67.8") Height = 1,720 (67.8") Height = 1,720 (67.8") Height = 1,720 (67.8")

1,230 (48.5")
1,200 (47.3") (When folded)

PST-40 795
(31.3")

*1

Height = 1,230 (48.5")Height = 400 (15.8")

Height = 1,350 (53.2") Height = 1,280 (50.4")

Vacuum Pump

300 (11.9")

600
 (23.7")

Cross Folder  AFC-742K/742KP AFC-742K/742KP混合式折页机

�+	ý�—�F�—�� �æ�ª
 MKU-54/54T

MKU-54/54T连接到AFC-742K/742KP或从AFC-742 K/742KP 分离简单容易

ÎªÁËÏòÉÏ»òÏòÏÂµÝËÍÖ½ÕÅ£¬MKU-54µÄÌØµãÊÇÕÛµ¶¿ÉÒÔÐý×ª
ÎªÁË¸ü¼ÓÈÝÒ×µÄ×ª»»£¬MKU-54ÕÛµ¶µ¥Ôª¿ÉÒÔ·Ö±ð±»×ª¶¯
Ö½ÕÅÈë¿Ú¸ß¶È¿ÉÒÔÔÚ53ºÁÃ×µ½97ºÁÃ×Ö®¼äµ÷Õû
MKU-54/54T¿ÉÒÔÔÚ AFC-742K/742KP²Ù×÷¿ªÊ¼»òÍ£Ö¹.

ÔÚÕÛµ¶µÄÏÂÃæ£¬¿ÉÒÔÅä±¸¶à´ï2¸öÕ¤À¸°å£¨±ê×¼ÅäÖÃÊÇ1¸ö£©MKU-54T

压实收集装置 PST-40

嵌入式压实堆积与半自动捆扎装置 : TST-33

喷胶装置 : CGU-50 剥离打孔纸削装置 : AF-ST6

刀具

PST-40提供有效的折页流程
×î´ó¿í¶ÈÎª440ºÁÃ×µÄÊéÌû¿ÉÒÔ±»Ñ¹Êµ

ÎªÁË¼õÉÙÌå»ýºÍÑ¹ÊµÕÛÒ³£¬ÊéÌûÔÚµÚ1×é¹õÅÅ³ý¿ÕÆø£¬
ÔÚµÚ2×é¹õ±»Ç¿Á¦Ñ¹½ô
ÔÚ½øÖ½²¿·ÖµÄ»·ÐÎÆ¤´ø¸Ä±äÏµÍ³Ê¹Ö½ÕÅ³ß´ç±ä»¯µÄ×¼
±¸Ê±¼ä±äµÃ×îÉÙ

PST-40¿ÉÒÔ¶ÔÆïÂí¶¤µÄÐ¡²á×ÓÑ¹Êµ£¬¶ø²»ÒÀÀµÓÚÕÛÒ³»ú²Ù×÷
PST-40¿ÉÒÔÔÚ AFC-742K/742KP¿ØÖÆÌ¨¿ØÖÆ¿ªÊ¼»òÍ£Ö¹.

TST-33压实并捆扎每一捆书帖，摒弃费时的手工步骤

½ÚÊ¡¿Õ¼äµÄÇ¶ÈëÊ½°ë×Ô¶¯À¦Ôúµ¥Ôª¡£
ÎªÁË·½±ã²Ù×÷Õß£¬ÕÛÒ³µÄÖ½ÕÅ×ÜÊÇÎ»ÓÚÀ¦Ôú²¿·ÖµÄÖÐ¼ä
£¨µ±Ê¹ÓÃ2Ìõ´øÊ±£¬À¦ÔúÎ»ÖÃÔÚÖ½ÕÅµÄ1/3´¦£©

µ±°´Ñ¹ÑùÆ·Å¥Ê±£¬Ò»·ÝÕÛÒ³ÑùÆ·±»µÝËÍ³öÀ´¡£
TST-33¿ÉÒÔÔÚ AFC-742K/742KP¿ØÖÆÌ¨¿ØÖÆ¿ªÊ¼»òÍ£Ö¹.

Ö»ÄÜÓÃÔÚAFC-742K/742KPÉÏ

Åç½º×é¼þ¿ØÖÆºÐ
Åç½º

Åç½º×é¼þCGU-50¿ÉÒÔÉú²ú8Ò³»ò12Ò³½ºÕ³µÄÐ¡²á×Ó

½ºÁ¿¿ÉÒÔÒÀ¾Ý½ºµãµÄ³ß´ç±»µ÷Õû

¼ÆËã»ú¿ØÖÆÅç½ºµ¥ÔªÈ·±£¸É¾»ÕûÆëµØÍê³ÉÐ¡²á×Ó
Õâ¸ö½ºÊÊºÏ»ØÊÕÔÙÀûÓÃ

ÓÐÐ§°þÀë¶àÖÖ´ò¿×ÐÞ¼ôÏÂÀ´µÄÖ½Ï÷

ÎªÁË¸÷ÖÖ²»Í¬µÄÓ¦ÓÃ£¬¶àÖÖ¿í¶ÈµÄ¿ÉÑ¡µ¶Æ¬¿ÉÒÔ±»Ñ¡ÓÃ£¬°üÀ¨

·ÖÇÐµ¶£¬²»Í¬³¤¶ÈµÄ´ò¿×µ¶ºÍÑ¹ºÛµ¶¡£

选配



主要规格
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The machine design and specifications are subject to change without any notice.
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Max. 440 mm (17.3") 
Min. 64 mm (2.5")

(Max. 230 m/min.)

Max. 210 m/min. (826.8"/min.)

400 to 920 mm (15.8" to 36.2") [ (9.4")]

300 W (50 Hz) / 420 W (60 Hz)

280 kg (617.4 lbs.)

 

 

The AFC-742K/742KP 2-buckle cross folder 
is especially designed for 16-page folds.

AFC-742K/742KP Fold Patterns

Parallel Fold Short Fold Accordion
Fold

12-page
Cross Fold

8-page
Cross Fold

16-page
Cross Fold

AFC-742K/742KP Features
Equipped with two buckles and especially designed for 16-page
signature folding applications.

Max. sheet width : 738 mm (29.0")

Max. production speed : 
36,000 sheets/hr. with A4 (8.5" x 11") parallel fold
14,000 sheets/hr. with 636 x 939 mm (25" x 40") 16-page cross fold

Superior folding quality in minimum space.

30 mm (1.1")

( )

0 to 12 m/min. (0" to 47.2"/min.)

1,200(W) x 795(D) x 1,230(H) mm (47.3" x 31.3" x 48.5")

1,230(W) x 795(D) x 1,230(H) mm (48.5" x 31.3" x 48.5")
 mm 

1,490(W) x 795(D) x 1,230(H) mm (58.7" x 31.3" x 48.5")

(0 to 9999)

MKU-54
Max. 540(W) x 330(L) mm (21.2" x 12.9")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Max. 2 mm (0.078") ( [81 gsm])

-

50 to 240 m/min.

200 V, 50 / 60 Hz, 5.0 A
208 V, 50 Hz, 4.7 A / 60 Hz, 4.9 A
220 V, 50 Hz, 4.6 A / 60 Hz, 4.8 A
230 V, 50 Hz, 4.5 A / 60 Hz, 4.6 A
200 V, 50 Hz, 640 W / 60 Hz, 665 W
208 V, 50 Hz, 625 W / 60 Hz, 665 W
220 V, 50 Hz, 635 W / 60 Hz, 690 W
230 V, 50 Hz, 660 W / 60 Hz, 695 W

1,160 kJ (280 kcal)

AFC-746S / AFC-746D / AFC-744A / 
AFC-744S / AFC-742K / AFC-742KP / 
AFC-566FG / AFC-566A / AFC-564A

(37.8")  
(22.5")
(33.2")  
(18.0")

1,100(W) x 800(D) x 1,350(H) mm 
(43.4" x 31.5" x 53.2")

1,500(W) x 1,200(D) mm (59.1" x 47.3")

250 kg (551.3 lbs.)

MKU-54T
Max. 538(W) x 350(L) mm (21.1" x 13.7")

Min. 165(W) x 80(L) mm (6.5" x 3.2")

Max. 0.6 mm (0.024") ( [81 
gsm] [64 gsm])

60 to 150 mm (2.37" to 5.90") ( )

50 to 180 m/min.

200 V, 50 / 60 Hz, 3.0 A
208 V, 50 / 60 Hz, 3.0 A
220 V, 50 / 60 Hz, 2.5 A
230 V, 50 / 60 Hz, 2.5 A

200 V, 50 Hz, 330 W / 60 Hz, 360 W
208 V, 50 Hz, 340 W / 60 Hz, 360 W
220 V, 50 Hz, 350 W / 60 Hz, 370 W
230 V, 50 Hz, 370 W / 60 Hz, 400 W

1,010 kJ (240 kcal)

AFC-746S / AFC-746D / AFC-744A / 
AFC-744S / AFC-742K / AFC-742KP / 
AFC-566FG / AFC-566A / AFC-564A
AFC-492SC (

)
(38.1")  
(24.9")

-
-

1,180(W) x 860(D) x 1,280(H) mm 
(46.5" x 33.9" x 50.4")

1,580(W) x 1,260(D) mm (62.3" x 49.7")

325 kg (716.6 lbs.)

35 to 220 gsm

Cross Folder  AFC-742K/742KPCross Folder  AFC-742K/742KP AFC-742K/742KP混合式折页机

PST-40 主要规格

MKU-54/54T 主要规格
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2 Õ¤À¸ + µÚ1ÕÛµ¶ +µÚ2ÕÛµ¶

( )

( )

40 m3/hr.
3-Phase    230 / Y400 V    10 % 50 / 60 Hz
1.8 / 2.2 kW (50 / 60 Hz)

2KL ( )
Max. 738(W) x 950(L) mm (29.055" x 37.400")

Min. 210(W) x 210(L) mm (8.270" x 8.270")

35 to 220 gsm

( )
790 mm (31.1")

50 to 240 m (54 to 262 yd.)

636(W) x 939(L) mm ( ) 

( )

3-Phase 200 / 220 V, 50 / 60 Hz  3-Phase 400 V, 50 Hz

4,790 kJ (1,150 kcal)

1.5 kW x 1 / 0.4 kW x 1 / 40 W x 1 / 90 W x 2 / 2.2 kW x 1 (Pump)

Machine with TST-33 : 5,080(W) x 2,775(D) mm (200.0" x 109.3")

86 dB [636(W) x 939(L) mm (25.0" x 37.0") - 16-page Cross Fold - 64 gsm of sheet at maximum speed]

4,880(W) x 1,770(D) x 1,720(H) mm (192.2" x 69.7" x 67.8")

3,480(W) x 3,170(D) x 1,720(H) mm (137.1" x 124.9" x 67.8")

4,933(W) x 1,650(D) x 1,720(H) mm (194.3" x 65.0" x 67.8")

3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V
3-Phase 200 V
3-Phase 220 V
3-Phase 400 V

50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz
50 / 60 Hz
50 / 60 Hz

50 Hz

8.0 / 9.0 A
8.3 / 9.0 A

4.0 A
5.0 / 5.3 A

5.0 A
4.0 A

2.0 / 2.7 kW
2.1 / 2.8 kW

2.0 kW
1.8 kW
1.8 kW
2.0 kW

1st/2nd Buckle 55 to 480 mm (2.2" to 18.8") ( )
Max. 738(W) x 480(L) mm (29.0" x 18.8")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

Max. 480(W) x 360(L) mm (18.8" x 14.1")

Min. 160(W) x 100(L) mm (6.3" x 4.0")

AFC-742K/742KP Ö÷Òª¹æ¸ñ
»úÆ÷½á¹¹

Ö½ÕÅ³ß´ç

±ß¹æ×îÐ¡Î»ÖÃ³ß´ç82ºÁÃ×

Ö½ÕÅÖØÁ¿·¶Î§

Õ¤À¸ÕÛÒ³³¤¶È ÊÖ¶¯ÉèÖÃ

µ¶ÕÛ³ß´ç
µÚ1µ¶

µÚ2µ¶

½øÖ½»úÖÆ ÎüÆøÂÖÓëµ¥Í²·ÖÀëÍ· ½øÖ½¼ä¸ôºÍÎüÆøÊ±¼ä¿Éµ÷Õû

Æ¤´øËÙ¶È /·ÖÖÓ

×î´ó¶Ñ»ý¸ß¶È  ÔÚ600 kgÖ®ÄÚ 

Éú²úËÙ¶È
36,000 ÕÅ/Ð¡Ê±£¨A4Ö½×ö¶ÔÕÛ£©

14,000 ÕÅ/Ð¡Ê± ¹æ¸ñ×ö16Ò³ÊéÌûÕÛÒ³
±ê×¼ÕÛÒ³¹õ ÈíÖÊ¾Û°±õ¥ÅÝÄ­Ïð½ººÍ¸Ö¹õµÄ×éºÏ

ÕÛ¹õ¼äÏ¶µ÷ÕûÏµÍ³ ½«ÐèÒªÊýÁ¿µÄÖ½ÕÅ²åÈëµ÷Õû¸Ë¼äÏ¶

µ¶ÏÂºáÕ¤

ÅÅÆø¿×
Æ½ÐÐÕÛÕ¤À¸

µ¶ÈÐ£º10ºÁÃ×£¬¿Õ°×£º4ºÁÃ×

µ¶ÈÐ£º10ºÁÃ×£¬¿Õ°×£º4ºÁÃ×
µ¶ÈÐ£º4ºÁÃ×£¬¿Õ°×£º2.5ºÁÃ×

µ¶ÈÐ£º4ºÁÃ×£¬¿Õ°×£º2.5ºÁÃ×

µãÏß
µ¶ÈÐ£º1.4ºÁÃ×£¬¿Õ°×£º0.8ºÁÃ×

×îÐ¡µãÏß¼ä¾à£º66ºÁÃ×£¨ÔÚÒ»´Î²Ù×÷ÖÐ£©

¾àÖ½±ß×îÐ¡¾àÀë£º12ºÁÃ×
Ñ¹ºÛ Ñ¹ºÛ¿í¶È£º1mm£¨ÊÓÖ½ÕÅÖÖÀà¶ø¶¨£©

Ö§ÍÐÊýÁ¿ 2¸ö±»°²×°£¬1¸ö±¸¼þ ×î¶à¿É¶à´ï14¸ö
·´×ªÆ÷ µÚ1Õ¤À¸ºÍµÚ2Õ¤À¸ Õ¤À¸°Ú±ÛÊ½·´×ªÆ÷

ÕÛÒ³ÑùÊ½ 16Ò³»ìºÏÕÛ  12Ò³»ìºÏÕÛ  8Ò³»ìºÏÕÛ  ·çÇÙÕÛ  ¶ÌÕÛÒ³  Æ½ÐÐÕÛ

Õæ¿Õ±Ã

Á÷Á¿

µçÑ¹/ÆµÂÊ

¹¦ºÄ
µçÑ¹/ÆµÂÊ

¹¦ºÄ

º¬Æø±Ã

Æ½Ì¨¸øÖ½µ¥Ôª

»ìºÏÕÛÒ³

¶î¶¨µçÁ÷

»ìºÏÕÛÒ³

Æ½Ì¨¸øÖ½µ¥Ôª

µç»ú

É¢ÈÈ

»úÆ÷³ß´ç

º¬ÊÕÖ½×°ÖÃ

16Ò³»ìºÏÕÛÒ³
8Ò³»ìºÏÕÛÒ³
Æ½ÐÐÕÛÒ³

°²×°¿Õ¼ä
ÔëÒô

ÖØÁ¿

ÎÂÊª¶È

1,786 kg Ö÷»ú : 1,063 kg ·É´ï : 540 kg …§Ö½×°ÖÃ : 66 kg 

±äÑ¹Æ÷ : 45 kg Æø±Ã : 72 kg 
ÎÂ¶È £º0¡ã  C to +40¡ã  C, Êª¶È£º 20 % to 75 %

Ä£Ê½

ÊéÌû¿í¶È

Ñ¹Á¦³¤¶È

Éú²úËÙ¶È
Ñ¹¹õËÙ¶È
½øÖ½²¿·Ö

Æ«ÒÆ

Ñ¹Á¦

½øÖ½¸ß¶È

Ñ¹½ô¶Ñ»ý
²»ÒÆ¶¯Ê±470mm

È¡¾öÓÚÕÛÒ³Éè±¸

Æ¤´ø¸Ä±äÏµÍ³

Æ«ÒÆÖ½ÕÅµÄÊýÁ¿ Ã¿´ÎÉè¶¨1ÕÅ£¨0µ½9999ÕÅ£¬»òÈ«²¿£©

Æ«ÒÆÁ¿

ÅÅÆø¹õ ²åÈëÏàÍ¬ÊýÁ¿Ö½ÕÅµ÷Õû¼äÏ¶
Ñ¹Á¦¹õ Ñ¹Êµ ²åÈëÏàÍ¬ÊýÁ¿Ö½ÕÅµ÷Õû¼äÏ¶

´«ËÍ×°ÖÃ
Ä£Ê½ Ë®Æ½´«µÝÊ½ÊäËÍ»ú

Æ¤´øËÙ¶È
ÇãÐ±Ê½´¹Ö±¼ä¸ô 240 ºÁÃ×

Ö÷»úÌáÉý Éý½µ±»µç»ú´ø¶¯

Ö÷»úÎÈ¹Ì·½·¨  µ÷ÕûÂÝË¨
ÂÖ½ÅÈû

²Ù×÷°å

 

×Ü¼ÆÊýÆ÷ Ö½ÕÅ¼ÆÊý/Æ«ÒÆ¼ÆÊý
Ô¤ÖÃ¼ÆÊýÆ÷ Æ«ÒÆÖ½ÕÅÊýÁ¿µÄÉè¶¨

µçÑ¹/ÆµÂÊ µ¥Ïà 200 / 220 / 230 V, 50 / 60 Hz
¹¦ºÄ

»úÆ÷³ß´ç
 µ±²Ù×÷Ê± 

µ±ÕÛµþÊ±
µ±Á¬½ÓÆ½ÐÐÕÛ³ö¿ÚÊ±

µ±À­³ö½ÓÊÕÍÐÅÌ£º 1540

µ±Á¬½Ó»ìºÏÕÛÒ³³ö¿ÚÊ±

当拉出接收托盘： 1800mm

机器重量

型号

纸张尺寸

最大折页厚度 40页小册子
12页小册子

16页小册子

栅栏折页长度 手动设定

纸张宽度范围

皮带速度

生产速度 这取决于连接的机器规格。

 电压 / 频率 单相 200 / 208 / 220 / 230 V, 50 / 60 Hz

额定电流

功耗

散热

可连接的折页机

AFC-492只能连接

在栅栏折页的传送部分

进纸高度
最高位置: 960 mm 

最低位置 : 570 mm 

最高位置: 970 mm 

最低位置: 630 mm 

传送高度
最高位置 : 845 mm 

最低位置 : 455 mm 

机器尺寸

安装空间

机器重量


